COMBINATION OF DIFFERENTIAL FEED AND UPPER DRIVEN ROLLER ENSURES IDEAL FEEDING PERFORMANCE IN FELLING OPERATION
YAMATO Model DT-30, Feed-off-the-Arm, 3 Needle Double Chain Stitch Machine is designed for felling operation of heavy weight garments such as denim pants, denim jackets, working wear, etc. Differential feed mechanism and exclusively designed Upper driven feed roller feeds materials accurately and evenly. It ensures twist-free beautiful finish even on very thick part like crotch seam of denim pants, etc. Besides, unique bed shape (feed-off-the-arm) eliminates turning operation after felling operation. Thus, YAMATO DT-30 strongly supports your improvement in productivity and quality.

Looper Uncoupling Device:
- Loopers Come Out for Easy Threading

Upper Driven Feed Roller:
- Introduced for Smooth Feeding Performance

Differential Feed Adjusting Dial:
- Differential ratio can be adjusted by turning dial

Model Description:

<table>
<thead>
<tr>
<th></th>
<th>Symbol Of Series</th>
<th>Class No.</th>
<th>Submodel</th>
<th>Device</th>
<th>Chopper Type Chain Cutter</th>
<th>Presser Foot Lifter</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>DT</td>
<td>-30</td>
<td>-01</td>
<td>E/AC1</td>
<td>AC1</td>
<td>FDL4</td>
</tr>
</tbody>
</table>

Specifications:

- Needle Distance: 01E = 6.35mm 1/4"
- 01F = 7.14mm 9/32"
- Speed: 6000 rpm
- 1.0T × 1.1T
- 8 x 33

Copyright © Yamato Sewing Machine Mfg. Co., Ltd.

YAMATO WEB SITE URL: http://www.yamato-sewing.com http://www.yamato-sewing.co.jp(日本語)