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Iyamato

The well-reputed AZF8400 type complete cylinder bed overfock machine
with variable top feeder. There /s no obsiruction at all under and rear of

cylinder bed so sewing fubular garment is smooth.

Moreover, combined with RS25 Device, it promises stable guality in the
production of culfs, neck & walist of T-shirfs or sweat shirts - especi/ally
suitable for attaching collar.

YAMATO AZF8400

YAMATO AZFB400 has complete small cylinder bed {circum-
ference : 151.5mm). Stitch length can be changed by push-
button and differential feed amount by lever.

Moreover, movement of top feeder is correctly adjustable

by Micro Adjuster.

The main advantage is that the top feeder is designed to
draw complele ellipse just as bottom feeder does - with

our unique direct drive mechanism. So no scratch by feed
dog will be found on any thin and delicate material.

Full speed operation for any process
Mo need to reduce sewing speed even in top gathering or
sewing heavy weight material.

Az F ﬁgy K2/ H 525 Cylinder Bed Shape, Overlock Machine with variable top feeder for attaching coller

YAMATO RS25 will satisfy you with uniform

finish of collar.

YAMATO RS25 Device, with AZF8403/K2 or AZFB420/K2, will

be a great help for operalors in charge of attaching collars to

T-shirts or sweat shirts.

RS25 allows you to :

(1) eliminate burst of seam as fabric holder guides fabric firmly.

(@ attach coller (waistband) in uniform width thanks to holder
which folds them correctly in half,

(3 finish band flatly, which enhances appearance & quality of
garments.

Besides, AZFB403 or AZF8420 can attach small tubular bands

lo cuffs or ankles on the cylinder bed by swinging out the device.

Information on production (ex.) (allowance rate:20%)

Production line

No. 1 No. 2 No. 3
Conventional coller 32 sec. 44 sec. 39 sec.
attaching operation (900 pcs./8 hrs.) (655 pcs./8 hrs.)|(738 pcs./8 hrs.)
YAMATO 28 sec. 32 sec. 35 sec.
AZFB403/K2/RS25  |(1,029 pcs/8 hrs.)|(900 pes./8 hrs.) (823 pes./8 hrs.)
Save time 4 sec. 12 sec. 4 sec.
114% 137% 112%
P I
ey (+120pcs) | (+245pcs) | (485 pes)

Simple mechanism without electronics to open and close folder (patent pending).
R525 includes air-operated holder (A) & (B), air-operated presser foot lifter (C), air-kit (D) for thread
chain trimmer <K22-, and dust collector (E).
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